






TECHNICAL SPECIFICATIONS

Dimensions in mm

CURRENT SOURCE  
Output current  
Current range 0-500 mA 
Maximum output voltage 5 V per channel (standard version) 
Current resolution 0.030 mA 
Current noise density <10 nA/rtHz from 1 kHz 
Output polarity Floating output current. Compatible with any lasr configuration: 

Cathode Grounded, Floating Anode-Cathode and Anode-
Grounded lasers 

Protection features  
Current limit User selectable to any value in the selected range 
ESD protection Output relay. Anode and cathode are connected together in 

DISABLE channel state, Stand-by state and non-powered system 
state. 

Open output detection Auto disable for open output detection  
Output monitoring  
Current measurement resolution 12 bits 
Voltage measurement range 0-5 V 
Voltage measurement resolution 12 bits 
  
TEMPERATURE CONTROLLER  
TEC controller  
Current range +- 1 A 
Maximum output voltage 5 V per channel (standard version) 
Set temperature resolution 16 bits 
Readout temperature resolution 24 bits 
Temperature stability +-0.001 ºC 
PID  
Type Digital 
Configuration GUI configuration with real-time step response visualization 
Protection features  
Current limit User selectable to any value in the selected range 
Auto shut off When the temperature goes beyond a defined window. 
  
PHOTODIODE MEASUREMENT  

Compatibility The polarity is set in the mount for maximum flexibility. The laser 
mount is interchangeable and custom mounts can be ordered 

Resolution 12 bits 
  
CONNECTIVITY  

User Interfaces Micro-USB, Wi-Fi 
Updates Over-The-Air (OTA) updates  
Control software Windows application. Web-based, multiplatform interface soon. 
  
POWER  

Power input  5 VDC, 2 A maximum 
Power connector 1.3 mm center pin, 4mm outer diameter, DC power jack 
  
GENERAL & OTHER  
Dimensions 75.1 x 40.6 x 52.2 mm 
Weight TBD 
Operating temperature 0 to 40 ºC 
Storage temperature -40 to 70 ºC 
Custom mounts are available  
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